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4. Assembly

Important:
The place where the aerosol extinguisher generator with thermal 
activator is installed must meet the storage temperature require-
ments when being assembled and during operation.  (see point 3 
in the instructions for use)

Assembly and installation may only be carried out by trained  
personnel.

Here attention should be paid to the following points:

a)	 The location of the aerosol extinguisher generator should be 
selected so that people and heat-sensitive objects would not 
be directly in the aerosol stream or would be protected from it. 
 
For people and objects with no protection a minimum dis-
tance of 1.5m is required.

b)	 The location of the aerosol extinguisher generator should 
be selected so that the thermal activator can be activated 
after assembly (see point 6 in the instructions for use) and 
can be deactivated before being removed (see point 6 in 
the instructions for use).

c)	 Fix the aerosol extinguisher generator firmly into the 
mounting provided for it.  The way the device is locked 
depends on how the mounting is constructed.

	 Important:
	 When installing attention should be paid to the effective 

direction.

d)	 Check that the aerosol extinguisher generator is correctly 
and firmly fitted.

5. Activating the thermal activator

Important:
As delivered, the aerosol fire extinguisher generator with thermal 
activator comes deactivated from the factory

The thermal activator should only be activated when the assembly 
has been correctly carried out (see point 4 in the instructions for 
use). Please ensure that the glass bulb (see component drawing 
no. 2) is not damaged. 

Keep the safety hexagonal socket screws (see component draw-
ing no. 3) protected after activation for a later deactivation. 

When activating attention should be paid to the following points: 

a)	 The aerosol extinguisher generator with thermal activator 
has been correctly assembled.

b)	 The requirements concerning storage temperature have 
been fulfilled (see point 3 in the instructions for use).

c)	 The two safety hexagonal socket screws ISO 4762-M3x12 
(see component drawing no. 3) must be turned completely 
to the left in the direction of rotation (see component draw-
ing no. 3.1), and removed from the pressure plate (see 
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component drawing no. 4) on the thermal activator. .

In case of uncontrolled triggering the erasing procedure can 
not stop.

Important:

After point c) has been concluded the aerosol extinguisher genera-
tor is activated and ready for operation.

  

6. Deactivating the thermal activator

Important:
The requirements concerning storage temperature have been ful-
filled (see point 3 in the instructions for use).

The glass bulb (see component drawing no. 2) in the thermal acti-
vator (see component drawing no. 1) is not damaged.

When deactivating attention should be paid to the following 
points: 

a)	 The correct safety hexagonal socket screws ISO 4762-
M3x12 (see component drawing no. 3) are ready for use

b)	 turn the safety hexagonal socket screws to the right in the 
direction of rotation (see component drawing no. 3.2) until 
there is a slight catch on the screw heads (with a torque 
of 0.03 – 0.05Nm) on the pressure plate (see component 
drawing no. 4) of the thermal activator.

Important:
After point b) has been concluded the aerosol extinguisher genera-
tor with thermal activator is deactivated and no longer ready for 
operation.
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7. Removal

Important:

After the extinguishing process the aerosol extinguisher gen-
erators are very hot.  Danger of burns!

After the extinguishing process, leave the aerosol extinguisher 
generator (see component drawing no. 5) to cool down. If removal 
is necessary immediately after the extinguishing process, suitable 
tools and protective materials should be used.

If the aerosol extinguisher generator is to be removed without hav-
ing extinguished anything previously, the thermal activator must be 
deactivated (see point 6 in the instructions for use).

For disassembly:

a)	 The mechanical lock on the mounting of the aerosol extin-
guisher generator must be released. 

b)	 The aerosol extinguisher generator must be taken out of 
the mounting.

	 Important:
	 Further use of the functionally prepared aerosol extin-

guisher generator with thermal activator is possible after it 
has been activated once again.

8. Periodical inspections of the aerosol extinguisher with 
thermal activator

Depending on its installation and the external conditions, regular 
visual inspections of the aerosol extinguisher generator with ther-
mal activator should be made to check for external integrity. 

The time intervals between inspections must be suited to the in-
stallation requirements and the resulting demands. If the aerosol 
extinguisher generators with thermal activator are installed in a 
location where they undergo particular stresses and strains, e.g. 
vibration, large temperature variations or heavy pollution, it is rec-
ommended to carry out a weekly inspection. In normal cases an 
inspection of the aerosol extinguisher generator should be carried 
out every three months

For the inspection, particular attention should be paid to the fol-
lowing points:

a)	 There should be no external damage exhibited on the 
thermal activator (see component drawing no. 1) and es-
pecially the glass bulb (see component drawing no. 2) in 
the thermal activator. In the case of damage the aerosol 
extinguisher generator with thermal activator must be ex-
changed.

b)	 For transportation the fire extinguisher must deactivated 
before.

c)	 There should be no external damage such as dents or 
similar exhibited on the aerosol extinguisher generator 
(see component drawing no.5).  In the case of damage the 
aerosol extinguisher generator with thermal activator must 
be exchanged.
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d)	 The metal foil which seals the aerosol extinguisher gen-
erator on the extinguisher recess side (see component 
drawing no. 6) must be undamaged and may not exhibit 
any excessive staining from paint or varnish or similar sub-
stances which could prevent the metal foil from bursting 
when the extinguisher is needed.  In this case the aerosol 
extinguisher generator must be exchanged or the contam-
inant must be removed from the foil.

	 Caution:
	 The metal foil must not be damaged during this.

e)	 The aerosol extinguisher generator must be firmly fitted 
into the mounting provided for it. 

	 Important:
	 The maximum length of operation of 5 years from the date 

of manufacture must not be exceeded.  

9. Instructions for the exclusion of misuse

Important:

The aerosol extinguisher generator may only be stored in the pack-
aging provided.

Removal from the packaging should only be done if it is to       be 
assembled.

The required storage conditions with respect to temperature must 
be kept to.

For assembly only externally undamaged aerosol extinguisher 
generators may be used. Damaged aerosol extinguisher genera-
tors must be returned to the manufacturer.

Aerosol extinguisher generators must under no circumstances 
be opened. Any attempt to open it mechanically, to insert objects 
from outside into the aerosol extinguisher generator or the use of 
mechanical power from the outside on the aerosol extinguisher 
generator is forbidden.

The aerosol extinguisher generators should be kept away from any 
kind of permanent exposure to warmth (open fires, heater fans, 
radiant heaters). Attention must be paid to the maximum storage 
and operational temperatures. 

Attention must be paid to the safety data sheets and the cleaning 
instructions.
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Important: 
Don´t change the screw for fixing the glass bulb!
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