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3. Storage

The aerosol fire extinguishing generators are stored in the packaging in 
which they are supplied.  They must be stored in a cool dry place.

The storage temperature must not go above or below the manufacturer’s 
guaranteed operating range of -40°C to +85°C.

4. Fitting and installation

The following points should be observed during assembly:

a)	 The aerosol fire extinguishing generator should be located such 
that people and heat-sensitive objects are not directly exposed 
to the aerosol spray. A minimum distance of 1.5m must be main-
tained. 

b)	 The aerosol fire extinguishing generator must be secured in the 

bracket provided. The way in which it is secured depends on the 
design of the bracket.

c)	 After securing the aerosol fire extinguishing generator in the brack-
et, it should be ensured that it sits correctly and firmly in place.

d)	 Plug in the connector (see parts drawing no 3) to fasten the cable 
and press until it can be felt locking into place.

e)	 If it is necessary to use a screened connection cable, then the 
cable screening must be connected with the earth connection lo-
cated on the housing cover by the manufacturer (see parts draw-
ing no 4).

f)	 After connecting the cable the connection must be secured using 
the securing element provided (see parts drawing no 2).

g)	 The connection should be checked again after completing the fit-
ting procedures to ensure a secure fit.

h)	 After installing the aerosol fire extinguishing generator the date of 
fitting should be marked on the generator housing using the check 
disks provided.

5. Removal

Note:
•	 The aerosol spray generated for extinguishing the fire is hot.  

People and objects must maintain a minimum distance of 
1.5m.

•	 Do not touch the aerosol fire extinguishing generator after use; 
it could burn!

Important:
After fighting the fire all objects and surfaces affected by the fire 
and extinguishing process must be cleaned of residues.  Please 
note the cleaning instructions.

!

Important:
•	 The temperature of the location in which the aerosol fire ex-

tinguishing generator is fitted must stay within the guaranteed 
operating temperature of -40°C to +85°C.

•	 Fitting and installation may only be carried out by trained spe-
cialist personnel.

!

Important:
When fitting the bracket, the direction in which the appliance op-
erates must be considered.

!

Note:
The connection cable may not be connected to the aerosol 
fire extinguishing generator until fitting is complete. When do-
ing so, care should be taken to ensure that the connection 
cable is not live.

!

Note:
After extinguishing a fire the housing of the aerosol fire extin-
guishing generator will be very hot presenting risk of burns!

If the unit has to be removed immediately after extinguishing a 
fire, appropriate tools and protective equipment should be used.

Note:
Before removal of aerosol fire extinguishing generators which 
have not been activated the cable connection must be released.

!
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To remove:

a)	 Pull out the connector after removing the securing element (see 
parts drawing no 2) by lifting the extension on the cable side.

b)	 After releasing the lock take the aerosol fire extinguishing genera-
tor out of the bracket.

6. Regular inspection of aerosol fire extinguishing generators in the 
Dynameco-E02 series 

Aerosol fire extinguishing generators in the Dynameco-E02 series should 
be checked regularly depending on environmental conditions at their loca-
tion to ensure there is no external damage and the actuator is working.

Frequency of inspection will depend on the installation conditions and 
any resulting stress factors.  If the aerosol fire extinguishing generators to 
be inspected are subject to particular stresses such as vibrations, major 
temperature fluctuations or pollution, then weekly inspection is recom-
mended.  In normal situations an inspection should be carried out every 
three months. 

The following points are particularly important when inspecting an aerosol 
fire extinguishing generator in the Dynameco E02 series:

a)	 The housing of the aerosol fire extinguishing generator should not 
have any dents or similar damage.  If such damage exists then the 
fire extinguishing generator should be replaced. 

b)	 The metal foil sealing the aerosol fire extinguishing generator on 
the extinguishing agent discharge side (see parts drawing no 5) 
must be undamaged and should not be excessively soiled by paint 
or similar substances which could prevent the  metal foil bursting 
open in the event of a fire.  In this case the aerosol fire extinguish-
ing generator should be replaced or any foreign substance should 
be cleaned off the foil.

c)	 The electrical supply to the generator should be checked to ensure 
it has been properly laid.

d)	 The efficiency of the electric actuator should be checked using a 
resistance meter.

To check the ignition element, proceed as follows:

•	 Remove connector from aerosol 
fire extinguishing generator.

•	 Connect a cable with free ends.
•	 Connect the terminals of the resistance meter to both ends of the 

connection cable. 

The ignition element must have the following resistance: 0,9 ± 0,1 Ω

e)	 The connection between the connection cable and the aerosol fire 
extinguishing generator must be secure and must have a safety 
element (see parts drawing no 4).  Absent safety elements must be 
replaced.

f)	 The aerosol fire extinguishing generator must sit securely in the 
bracket provided.

7. Prevention of misuse

Important:
The metal foil must not be damaged during cleaning.
!

Note:
The test current should not exceed 5mA. Otherwise there is a 
danger of unintentional activation.

!

Important:
The resistance of the ignition element cannot be measured directly at 
the mounting connector (see parts drawing no 6) of the aerosol fire 
extinguishing generator as the terminals of the connection without a 
connector plugged in are protected by a shorting bar.

!

Important:
The maximum period of use of 5 years must not be exceeded.

!

Important:
•	 Aerosol fire extinguishing generators may only be stored in au-

thorized packaging.
•	 They may only be taken out to be fitted.
•	 The storage and operating conditions specified in these instruc-

tions must be observed.
•	 Only externally undamaged aerosol fire extinguishing genera-

tors may be fitted.  Damaged aerosol fire extinguishing genera-
tors must be returned to the manufacturer.

•	 Aerosol fire extinguishing generators may not be opened under 
any circumstances.  Any attempt to open them mechanically, 
the fitting of external objects and subjection to abnormal me-
chanical stresses are not permitted.

•	 Aerosol fire extinguishing generators must be kept away from 
constant heat sources of any kind (open fire, heater fan, ra-
diators etc).  The storage and operating temperatures defined 
above must be observed.

•	 Requirements on the safety data sheet, the technical data 
sheets and the cleaning instructions must be observed.

!
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Drawing 1

Drawing 2

Generator housing

Connector and cable

Safety element

Earth connection

Fire extinguishing agent discharge side 

Mounting connector with shorting bar
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